
MFT 0200 - 0400

MOULDING MACHINE

For lat bottom products made from pliable mixes.

State of the art lat bottom moulding machines. Various types of pliable mixes can be used to 
form products into unlimited shapes with a lat bottom. With almost 70 years experience, our 
proven designed machines ofer the best performance, durability and ease of operation. The 
changeover of the moulding roller is a simple one man job with no special tools required. Various 
options are available to satisfy customer needs.

MFT 0200 - 0400

Construction details: 

 + fully automatic mode of operation
 + table-top model
 + suitable for small and medium capacities
 + made of stainless steel/aluminum, telonized
 + easy tool change and quick cleaning
 + integrated feeding system (optional)
 + speed ininitely variable
 + favourable price of moulding rollers
 + driven loosening shaft
 + Touchpanel



TECHNICAL DATA

Machine length (mm) width (mm) height (mm) weight (kg) working width 
(mm)

MFT 0200 1000 910 810 280 195

MFT 0300 1100 1110 810 410 295
MFT 0400 1100 1210 810 460 395

Voltage driving capacity 
(kW)

control voltage compressed air supply 
(bar)

MFT 0200 400V/50-60Hz/16A 1,62 24V/DC ---
MFT 0300 400V/50-60Hz/16A 1,62 24V/DC
MFT 0400 400V/50-60Hz/16A 1,62 24V/DC

output (m³/h) kg/h pcs/h m/min kg/h pcs/h
Bar (80/20/10mm) Marzipan Marzipan (D=10, H=15mm)

MFT 0200 0,342 387 21.390 0,7 - 5,6 146 163.993
MFT 0300 0,570 645 35.651 0,7 - 5,6 219 245.990
MFT 0400 0,742 838 46.346 0,7 - 5,6 292 327.987




